


C97S AIR CONDITIONER - TECHNICAL DATA

Height 415 mm 415 mm 133 mm
Width 330 mm 330 mm 483 mm
Depth 247 mm 247 mm 256 mm
Mounting Method Shelter Wall Shelter Wall 19" Rack
Weight (max) 10 kg 10 kg 10 kg
Supply Voltage 230V, 50Hz, 1ph 230V, 50Hz, 1ph 230V, 50Hz, 1ph
Power (max) 2A 5A 13A
ACU Priority Switching Yes Yes Yes
Temperature Control Yes Yes Yes
Humidity Control No No Yes
Indicator Test Facility Yes Yes Yes
Fresh Air Control Yes Yes Yes
Cooling Test Facility Yes Yes Yes
Mode Indication Lamps Yes Yes Yes
Fault Indication Yes Yes Yes
Temperature Sensor 1465460 1465460 1465460
Humidity Sensor N/A N/A 1465440

1493900 1492000 1400008
(1 Way) (2 Way) (4 Way)

Height 920 mm 920 mm
Width 910 mm 910 mm
Depth 590 mm 590 mm
Mounting Method Shelter Wall Shelter Wall
Weight 158 kg 158 kg
Supply Voltage 230V, 50Hz, 1ph 380/415V, 50Hz, 3ph
Maximum Power Cooling 5.1 kW 5.1 kW
Maximum Power Heating 3.8 kW 3.5 kW
Sensible Cooling Capacity 5.5 kW 5.5 kW
Latent Cooling Capacity 1.5 kW 1.5 kW
Heating Capacity 3.0 kW 3.0 kW
Operational Conditions -46ºC to +55ºC -46ºC to +55ºC
Storage Conditions -55ºC to +70ºC -55ºC to +70ºC
RFI / EMC Protection DEF Stan 59-41 (class B) DEF Stan 59-41 (class B)
RFI Attenuator Grilles Conditioned & Return Air Conditioned & Return Air
Shock & Vibration Mill Standard Mill Standard
Controls External (1, 2 or 4 Way) External (1, 2 or 4 Way)
Fresh Air Flow 100 m3/hr 100 m3/hr
Protection / Cutouts HP / LP HP / LP
Construction Aluminium Aluminium
Lifting Eyes Yes Yes
Refrigerant R134a R134a
Fresh Air NBC Interlock Yes Yes
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For more information on military air conditioning systems contact:

Ebac Industrial Products Ltd., St Helen Trading Estate, 
Bishop Auckland, Co Durham, DL14 9AD, England

Tel: +44 (0) 1388 664400  Fax: +44 (0) 1388 662590
www.ebacuk.com
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